Milton Signal Bell / Chime - Information Sheet (1 of 2)

805 802 Bell or chime must be installed upright.
Use all mounting holes to fasten.

BELL CHIME

110-120
VOLTS AC

(Same hook-up as 805)
Mount minimum
4 ft. from ground.

Hose Options

817-°¥~ 807 Always plug
PLUG hose end.

810
SPLICE

819
ANCHOR

@ Use only specified hose. Do not exceed 300 ft. total length.

Hose 50 ft. - 838
Hose 300 ft. - B39
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Limited Warranty

ALL MILTON PRODUCTS are manufacturad to exacting standards, using the finest materials and are GUARANTEED
AGAINST ALL DEFECTS IN MATERIALS AND/OR WORKMANSHIP for a period of one year after date of purchase. WITH
PROPER CARE, THEY WILL PROVIDE LONG AND "TROUBLE-FREE" SERVICE.

If a user feels any Milton Product, which has not been abused or misused, has not given reasonable service, he (the user)
may return that product, prepaid, to the factory. (UPS or Parcel Post Only).

Any product, which factory inspection reveals to be defective in materials and/or workmanship within the terms of our
Limited Warranty, will be repaired or replaced, no charge, at our option. Repairable products, which inspection reveals
to be abused, misused, or worn in service, and which are not considered expendable, will be reconditioned for a nominal
service charge, and returned to the user.



Milton Remote Control Air Switch - Information Sheet (2 of 2)

THE MILTON NO. 825 REMOTE CONTROL AIR SWITCH 15 AN AIR OPERATED MOMENTARY CONTACT ELECTRICAL
CONTROLLER. IT WILL OPERATE ALL MILTON REMOTE CONTROLLED SIGNALS (MODELS 827 AND 830) A5 WELL AS BELLS,
BUZZERS, LIGHTS, ETC. IT WILL ALSO OPERATE RELAYS FOR INDUSTRIAL APPLICATIONS.

ELECTRICAL RATING © - 240 Volts AC or DC, 10 amps
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PLACE ACROSS5 DRIVEWAY.
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- REMOTE COMIRCALEG
SIGNAL SIGNAL

BuE EAELEEY  EeE RLEEY

110 -125VOLTS AC
{OR 6 - 220 VOLTS AC OR DC WITH
MATCHING VOLTAGE UNITS)

827
UPTO 10 ADDITIONAL
BELL UNITS (OPTIONAL)

This is a pictorial wiring diagram to suggest various hook-up options and to show a typical circuit path. Any installation
must be properly terminated and insulated and must conform to all applicable codes. Consult a qualified electrician.
MOTE: The center terminal on the terminal strip can be used as a convenient tie point if desired.

@ IMPORTANT:
The model 825 must always be mounted with the hose connector tube
pointing straight down. Remove plastic cap before attaching hose.

LATCHING RELAY CONNECTOR

825 (OPTIONAL)
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SIGNAL AIR HOSE. TO RELAY POWER S0URCE
PLUG UNUSED END. (0 -240 VOLTS AC OR DC)
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